
Easy Deployment

Rapid-Impact Implementation
The Awarepoint Real-time Awareness Solution is installed and operational in days, not weeks or months. Where other 
asset management systems require in-wall wiring, the patented Awarepoint Sensors simply plug into electrical outlets 
to automatically create the Awarenet wireless mesh network. This patented architecture provides location, status and 
movement accuracy throughout your facility – with room level precision. 

How It Works 
Rugged and compact, Awarepoint Tags can be installed on any type of  equipment. Small battery-powered Tags (less 
than 1.5” squared) are securely attached to equipment. Patient and staff  Tags can be attached via belt clip, lanyard, 
badge or ID bracelet. 

Tags broadcast low data rate messages to Awarepoint patented Sensors. Bridge nodes within Awarenet transmit 
Sensor data to the Awarepoint fully managed Appliance via your wired LAN. With Awarepoint, there’s no need to 
modify or expand your facility’s existing WiFi infrastructure. Low power radio messages from Tags are detected by the 
Sensors and routed through the Awarepoint Bridge to the Awarepoint Appliance. This patented architecture results 
in a rapid-impact implementation, longer battery life and lower cost. The simple Searchpoint™ web interface allows 
one-click search access to all staff  from any networked PC. 

instance, when a particular piece of  equipment has been moved to an inappropriate location, or a physician can 
determine whether a patient is in their room.
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